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TSS90/100
Assembling instruction for

pipe probes

in the petrochemical industry

INSTALLATION INSTRUCTIONS
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Nominal diameter AD ID LD
Bohrungen

LK mountingH

DN 50 PN16/40 165 52 4 x ø 18 125.0 40

DN 80 PN16 200 82 8 x ø 19.1 160.0 40

DN 100 PN16 220 102 8 x ø 18.0 180.0 40

DN 150 PN16 285 150 8 x ø 22.0 240.0 44

ANSI 2" 150 lbs 152.4 52 4 x ø 19.1 120.7 38

ANSI 2" 300 lbs 165.1 52 8 x ø 19.1 127.0 45

ANSI 3" 150 lbs 190.5 82 4 x ø 19.1 152.4 48

ANSI 3" 300 lbs 209.5 82 8 x ø 22.3 168.1 57

ANSI 4" 150 lbs 228.6 102 8 x ø 19.1 190.5 48

ANSI 4" 300 lbs 254.0 102 8 x ø 22.3 200.1 64

ANSI 6" 150 lbs 279.4 150 8 x ø 22.3 241.3 51

ANSI 6" 300 lbs 317.5 150 12 x ø 22.3 269.7 73

Nominal diameter AD ID LD
Bohrungen

LK mountin
g H

DN 15 PN16 95 15 4 x ø 14 65
DN 20 PN16 105 20 8 x ø 14 75
DN 25 PN16 115 25 4 x ø 14 85
ANSI ½" 150 lbs 88 15 4 x ø 15.7 60.5
ANSI ½" 300 lbs 95.2 15 4 x ø 15.7 66.5
ANSI ½" 600 lbs 95.2 15 4 x ø 15.7 66.5
ANSI ¾" 150 lbs 98.6 20 4 x ø 15.7 69.9
ANSI ¾" 300 lbs 117.3 20 4 x ø 19.0 82.5
ANSI 1" 150 lbs 108.0 25 4 x ø 15.7 79.2
ANSI 1" 300 lbs 123.9 25 4 x ø 19.0 88.9
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Surface pressure[N/mm2]

recommended
1 GylonStandard 25
2 Gylonblue 15
3 UCAR 323 28
4 Klingerseal C 4300 20
5 Durlan 7900 20
6 Durlan 8500 20

Gas pulp

Emptying for functional 

test

Tank

roof drainage



TSS 90 DN 50 2 x 5100 mm2 TSS 90 ANSI 6" 2 x 18929 mm2

TSS 90 ANSI 2" 2 x 4507 mm2 TSS 100 ANSI ½" 600 
lbs

2 x 800 mm2

TSS 90 ANSI 3" 2 x 7382 mm2 TSS 100 DN15 2 x mm2

TSS 90 ANSI 4" 2 x 11231 mm2 TSS 100 DN20 2 x mm2



TECHNICAL DOCUMENTATION | DOK: VDB-MONTAGEVORSCHRIFT_TSS90-100 | V18919/3 5

Probe type
TSS 90/100...

Seal 1
Torque[Nm]

Seal 2 (Gylonblau)
Torque[Nm]

Seal 3
Torque[Nm]

Seal 4, 5 + 6
Torque[Nm]

Probe type

recommended recommended recommended recommended TSS

DN 15 PN 40 100

DN 20 PN 40 100

DN 25 PN 40 100

DN 50 PN 16 98 60 110 78 90

DN 80 PN 16 60 36 68 48 90

DN 100 PN16 90

DN 125 PN16 90

DN 150 PN16 90

ANSI 1" 300 lbs 90

ANSI 2" 150 lbs 110 66 124 50 90

ANSI 2" 300 lbs 100 60 110 26 90

ANSI 3" 150 lbs 84 90

ANSI 3" 300 lbs 47 90

ANSI 4" 150 lbs 65 90

ANSI 4" 300 lbs 72 90

ANSI 6" 150 lbs 120 90

ANSI 6" 300 lbs 80 90

INSTALLATION INSTRUCTION

ANSI 2" 300 lbs

Flachdichtung
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